
Hybrid Water Pumps
The Multiflow Range range uses solar
and a generator/grid.

True Hybrid Functionality

External Smart Controller Included

Max Flow Duo 200: 10.5 m³

Max Flow Pen 110: 15.8 m³

Rating: 2200 W

Install up to 120m under water level

Input Voltage: 90 - 430 V (3 - 8 panels in series)*

Oil-Filled Motor

12 Month Limited Warranty



Model Input Power (w)

Duo 200
1200 1600 2000 2400 2800

Q (m³/h)

H/m

0 6,7 8,5 9,2 9,9 10,4

10 6,0 7,6 8,6 9,2 9,7

20 5,2 7,0 8,0 8,5 9,0

30 4,5 6,4 7,4 7,9 8,4

40 3,8 5,7 6,8 7,3 8,0

50 3,0 5,0 6,2 7,0 7,3

60 2,3 4,4 5,6 6,2 6,7

70 1,6 4,0 5,0 5,5 6,0

80 0,8 3,1 4,4 4,9 5,5

90   2,3 3,7 4,4 5,0

100   1,5 3,1 3,8 4,6

110   0,7 2,5 3,3 4,1

120     1,9 2,6 3,5

130     1,2 2,1 3,0

140     0,6 1,7 2,6

150       1,2 2,2

160       0,8 1,8

170         1,4

180         1,0

Model Input Power (w)

Pen 110
1200 1600 2000 2400 2800

Q (m³/h)

H/m

0 10,5 12,4 13,1 13,8 15,0

10 9,1 11,5 12,3 13,0 14,3

20 7,6 10,2 11,2 12,1 13,4

30 6,0 8,6 9,9 10,9 12,3

40 4,2 6,8 8,3 9,4 10,9

50 2,3 5,1 6,7 8,0 9,4

60 0,3 3,9 5,3 6,6 7,9

70   2,9 4,2 5,4 6,6

80   2,1 3,2 4,4 5,4

90   1,4 2,4 3,4 4,2

100   0,8 1,6 2,4 2,9


